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WMIR-200N  
802.11n 2.4/5GHz dual-band 
Mini-PCI Module 
Ralink RT2860+2850, 2T3R

Chipset 
Mac/BB 
Processor Ralink RT2860 

RF Chip Ralink RT2850 

Host Interface  

32-bit mini-PCI, Type III A 

Radio 
Standards IEEE 802.11a,IEEE 802.11b,IEEE 802.11g, 

IEEE 802.11n Draft 2.0 
Antenna 3x I-pex Connectors (2T/3R) 
Operating 
Frequency 

ISM Band 2.412~2.484GHz & 5.15G~5.825GHz 

Modulation 
IEEE 802.11a/g/n:OFDM 
IEEE 802.11b:CCK(11Mbps,5.5Mbps)/ 
             DQPSK(2Mbps,1Mps) 

802.11g 15±1 dBm at 54Mbps 

802.11b 18±1 dBm at 11Mbps 

802.11a 13±1 dBm 

HT20 15±1 dBm 
802.11gn 

HT40 13±1 dBm 

HT20 13±1 dBm 

Output 

Power 

802.11an 
HT40 11±1 dBm 

 
 
 
 
 
 
 
 
 
 

802.11a/g 
54Mbps ≤ -68 dBm 

802.11b 
  11Mbps ≤ -85 dBm 

Receive 
Sensitivity

802.11n 2.4G & 5GHz 
HT20 ≤ -62 dBm 
HT40 ≤ -59 dBm 

Key Features 

Security 
802.1x,80211i,WAP2,WPAand WEP 64/128 TKIP AES Cisco
CCX V1.0 V2.0 V3.0 Compliance 

Speed and 
Range 

300MHz PHY Rate Support and STBC Support for Extended 
Range Legacy and High Throughput Modes 
20MHz/40MHz bandwidth 

QOS WMM and WMM-PS support 

Power consumption 
802.11b TX: ≤600mA RX: ≤ 350mA 
802.11g/n TX: ≤ 700mA RX: ≤ 350mA 
802.11a/n TX: ≤ 900mA RX: ≤ 350mA 
Operating Voltage 

DC 3.3V ± 5% 

Environmental 
 Temperature Humidity 
Operating 0 ~ 50°C 10% to 85% Non-Condensing
Storage -20 ~ 80°C 5% to 90% Non-Condensing 

Physical Specification 
Dimensions 59x50x3 mm 
Weight 12g 
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